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1
COMPARATOR AND ANALOG-TO-DIGITAL
CONVERTER USING THE SAME

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application claims priority of Korean Patent.
Application No. 10-2013-0132854, filed on Nov. 4, 2013,
which is incorporated herein by reference in its entirety.

BACKGROUND

1. Field

Exemplary embodiments of the present invention relate to
an image sensor circuit, and more particularly, to a compara-
tor capable of current compensation and noise reduction, and
an analog-to-digital converter using the same.

2. Description of the Related Art

Atthe present time, with an increase in demands for a high
frame rate of an image sensor, a read-out scheme of the image
sensor has been changed from a serial analog-to-digital con-
version (ADC) to a column parallel ADC in order to reflect
the demands.

A single-slope ADC (SS-ADC) adapts the column parallel
ADC scheme. In the column parallel ADC structure, since an
ADC is arranged to each of columns, many more ADCs are
necessary as an image size increases.

For this reason, the aforementioned conventional art has a
concern that power noise such as current noise, which is
generated in one column, is reflected in an image by an
amount corresponding to the total number of columns (for
example, about 2500 columns in a SM CMOS image sensor).
The power noise reflected in the image results in horizontal
noise (HN). Furthermore, the conventional art has a concern
that output noise is generated in every comparator of the ADC
arranged at each of columns. The output noise is voltage noise
kicked back from an output terminal of the comparator
through a parasitic capacitor.

SUMMARY

Various exemplary embodiments of the present invention
are directed to a comparator for compensating for current and
removing noise, and an analog-to-digital converter using the
same.

In accordance with an exemplary embodiment of the
present invention, a comparator may include a first amplifi-
cation unit suitable for differentially amplifying a pixel signal
and a ramp signal, a second amplification unit suitable for
amplifying a signal outputted from the first amplification unit
and outputting a comparison result, a current control unit
suitable for controlling a current flow in response to the
comparison result and a current compensation and noise
removal unit suitable for compensating for current and
removing noise under control of the current control unit.

In accordance with an exemplary embodiment of the
present invention, an analog-to-digital converter may include
a comparison unit suitable for receiving a pixel signal and a
ramp signal, comparing the pixel signal with the ramp signal,
outputting a comparison result, and controlling a current flow
in response to the comparison result to compensate for cur-
rent and remove noise and a counting unit suitable for count-
ing the comparison result.

In accordance with an exemplary embodiment of the
present invention, a comparator may include a first amplifi-
cation unit suitable for comparing a pixel signal and a ramp
signal, a second amplification unit suitable for amplifying an
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2

output of the first amplification unit and outputting a com-
parison result to an output terminal of the comparator and a
replica unit suitable for generating a first inner current flow in
response to the comparison result, wherein the second ampli-
fication unit and the replica unit are commonly coupled to the
output terminal of the comparator, wherein the second ampli-
fication unit generate a second inner current flow during
activated, and wherein the replica unit changes an amount of
the first inner current flow inversely to the amount of a second
inner current.

According to an exemplary embodiment of the present
invention, it is possible to compensate for current and remove
noise using a replica circuit.

According to an exemplary embodiment of the present
invention, it is possible to reduce horizontal noise (HN) by
removing power noise such as current noise that is generated
in a comparator of a single-slope ADC (SS-ADC), and to
remove output noise such as voltage noise kicked back from
an output terminal of the comparator through a parasitic
capacitor.

According to an exemplary embodiment of the present
invention, a current profile, which may be generated in the
single-slope ADC, is improved through current compensa-
tion so that it is possible to realize a comparator with a simple
structure. Furthermore, compared with an ADC with two
static amplifiers, an amount of current assumption is reduced.
Also, low noise operation may be achieved such that limita-
tion of an operation range is reduced.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG.11isablock diagram illustrating a single-slope analog-
to-digital converter of a CMOS image sensor.

FIG. 2 is a circuit diagram of a comparator shown in FIG.
1.

FIG. 3 is a timing diagram illustrating an operation of the
comparator.

FIG. 4 is a circuit diagram of a comparator according to an
exemplary embodiment of the present invention.

FIG. 5 is a timing diagram illustrating an operation of the
comparator shown in FIG. 4.

FIG. 6 is a circuit diagram of a comparator.

FIG. 7 is a circuit diagram of a comparator according to an
exemplary embodiment of the present invention.

DETAILED DESCRIPTION

Exemplary embodiments of the present invention will be
described below in more detail with reference to the accom-
panying drawings. The present invention may, however, be
embodied in different forms and should not be construed as
limited to the embodiments set forth herein. Rather, these
embodiments are provided so that this disclosure will be
thorough and complete, and will fully convey the scope of the
present invention to those skilled in the art. Throughout the
disclosure, reference numerals correspond directly to the like
numbered parts in the various figures and embodiments of the
present invention. Furthermore, “connected/coupled” refers
to one component not only directly coupling another compo-
nent but also indirectly coupling another component, through
an intermediate component. In addition, a singular form may
include a plural form as long as it is not specifically men-
tioned in a sentence.

In the description, a single-slope ADC (analog-to-digital
converter) is taken as an example. However, itis noted that the
present invention is not limited to the single-slope ADC
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because the present invention may be applied to a multi-slope
ADC as well as the single-slope ADC.

FIG.11is ablock diagram illustrating a single-slope ADC of
aCMOS (complementary metal-oxide-silicon) image sensor.

The single-slope ADC (SS-ADC) having a column parallel
structure.

Referring to FIG. 1, the single-slope ADC of the CMOS
image sensor includes a pixel array 10 for outputting a pixel
signal PX_SIG corresponding to incident light, a comparison
unit 20, a counting unit 30 for counting an output signal from
the comparison unit 20, a memory unit 40 for storing counting
information from the counting unit 30, a column control unit
50 for controlling operations of the counting unit 30 and the
memory unit 40 and a sense amplification unit 60.

The comparison unit 20 compares a value of the pixel
signal PX_SIG outputted from the pixel array 10 with a value
of'a ramp signal VRAMBP, which is applied from an external
voltage generation unit (not illustrated), for example, a ramp
signal generator or a current ADC (IDAC), in response to a
comparator control signal COMP_CTRL received from an
external CIS controller (not illustrated) and outputs the com-
parison result to the counting unit 30. The sense amplification
unit 60 amplifies a signal corresponding to data stored in and
outputted from the memory unit 40 and outputs pixel data
P_DATA.

The comparison unit 20 includes a plurality of comparators
21 to 23, the counting unit 30 includes a plurality of up/down
counters 31 to 33, and the memory unit 40 includes a plurality
of memories 41 to 43. A memory may substitute for each of
the up/down counters 31 to 33.

Next, an analog-to-digital conversion operation will be
described with reference to the first comparator 21, the first
up/down counter 31, and the first memory 41 as an example.

In a normal mode, the first comparator 21 compares a first
pixel signal PX_SIG, which is outputted from a first column
pixel of the pixel array 10, with the ramp signal VRAMP,
which is applied from the external voltage generation unit in
response to the comparator control signal COMP_CTRL
received from an exterior.

A voltage level of the ramp signal VRAMP is reduced with
the passage of time, and thus there is a time point, at which the
values of the first pixel signal PX_SIG and the ramp signal
VRAMP coincide with each other, and a value outputted from
to the first comparator 21 is inverted at the time point when
they coincide.

The up/down counter 31 counts time from when the ramp
signal VRAMP starts getting lower to when the output of the
comparator 21 is inverted.

The memory 41 stores and outputs counting information
generated by the up/down counter 31.

As described above, in the column parallel analog-to-digi-
tal conversion structure, the ADC is provided to each column,
the value of the pixel signal PX_SIG outputted from each
pixel is evaluated through comparison with the ramp signal
VRAM and the evaluation result or the counting information
for each pixel of every column is outputted.

FIG. 2 is a circuit diagram of the first comparator 21 of the
SS-ADC shown in FIG. 1. FIG. 3 is a timing diagram illus-
trating an operation of the first comparator 21.

FIGS. 2 and 3 show a comparative example. FIG. 3 illus-
trates a voltage change 303 and a current change 302 of an
output terminal of the first comparator 21 and a column volt-
age 301 or an IR drop of power of all columns due to the
voltage change 303 and the current change 302.

Referring to FIG. 2, the first comparator 21 is a two-stage
comparator including a first amplification stage 11 and a
second amplification stage 12.
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The first amplification stage 11 compares the ramp signal
VRAMP with the pixel signal PX_SIG and amplifies and
outputs a comparison voltage CMV corresponding to a com-
parison result to the second amplification stage 12. The sec-
ond amplification stage 12 amplifies the comparison voltage
CMYV from the first amplification stage 11 and finally outputs
the amplified voltage CMV as a comparison result. That is,
when the first amplification stage 11 outputs the comparison
voltage CMV, which corresponds to a voltage obtained by
amplifying a difference between the ramp signal VRAMP
and the pixel signal PX_SIG, to the second amplification
stage 12, the second amplification stage 12 amplifies the
comparison voltage CMV from the first amplification stage
11 and finally outputs the amplified voltage CMV as the
comparison voltage.

The first amplification stage 11 includes a target voltage
input section, a current mirror section, a first bias section, and
an auto-zero section. The target voltage input section gener-
ates a first: current flowing through a first path and a second
current flowing through a second path based on the ramp
signal VRAMP and the pixel signal PX_SIG, and the current
mirror section performs a current mirror operation on the first
path and the second path and outputs the in comparison volt-
age CMV to a first node N1. The first bias section generates a
bias current corresponding to the sum of the first current and
the second current, and the auto-zero section performs an
auto-zero operation based on an auto-zero signal (not shown).
The target voltage input section includes second and third
transistors M2 and M3, the current mirror section includes
fourth and fifth transistors M4 and M5, the first bias section
includes a first transistor M1, and the auto-zero section
includes first and/or second switches S1 and S2.

The second amplification stage 12 includes a sixth transis-
tor M6 that operates in response to a voltage level of the first
node N1 and a seventh transistor M7 that allows current based
on a second bias voltage BIAS2 to flow or be blocked in
response to a voltage level of the comparison result that is
outputted to an output terminal.

In detail, the second transistor M2 has a gate receiving the
ramp signal VRAMP, a source coupled to a drain of the first
transistor M1 and a drain coupled to a drain of the fourth
transistor M4. The third transistor M3 has a gate receiving the
pixel signal PX_SIG, a source coupled to the drain of the first
transistor M1, and a drain coupled to a drain of the fifth
transistor M5. The second and third transistors M2 and M3
may be implemented with NMOS transistors. A first capacitor
C1 is coupled to the gate of the second transistor M2 and a
second capacitor C2 is coupled to the gate of the third tran-
sistor M3. The first and second capacitors C1 and C2 remove
a direct current component when the ramp signal VRAMP
and the pixel signal PX_SIG are applied to the second and
third transistors M2 and M3.

The fourth transistor M4 has a gate coupled to a gate of the
fifth transistor M5, a source coupled to a first supply voltage
VDD, and the drain coupled to the drain of the second tran-
sistor M2. The fifth transistor M5 has the gate coupled to the
gate of the fourth transistor M4, a source coupled to the first
supply voltage VDD, and the drain coupled to the drain of the
third transistor M3. The fourth and fifth transistors M4 and
MS5 may be implemented with PMOS transistors. The gate of
the fourth transistor M4 and the gate of the fifth transistor M5
are coupled to the drain of the fourth transistor M4, and the
drain of the fifth transistor M5 is coupled to the first node N1
so that the fifth transistor M5 outputs the comparison voltage
CMV corresponding to a voltage obtained by amplifying the
difference between the ramp signal VRAMP and the pixel
signal PX_SIG.
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The first transistor M1 has a gate coupled to a first bias
voltage BIAS1, a source coupled to a second supply voltage
VSS, and the drain coupled to the source of the second tran-
sistor M2 and the source of the third transistor M3. The first
transistor M1 may be implemented with an NMOS transistor.
The first supply voltage VDD corresponds to a power supply
voltage and the second supply voltage VSS corresponds to a
ground voltage. As described above, the first transistor M1
serves as a current source.

The first switch S1 is coupled between the gate and the
drain of the third transistor M3 and the second switch S2 is
coupled between the gate and the drain of the second transis-
tor M2. In an auto-zero mode, when the first and second
switches S1 and S2 are turned on in response to the auto-zero
signal (a switch control signal) the gate and the drain of the
second transistor M2 are coupled to each other and the gate
and the drain of the third transistor M3 are coupled to each
other. As a consequence, since offset of the first amplification
stage 11 is stored in the first and second capacitors C1 and C2,
the first amplification stage 11 is able to remove a comparison
error due to the offset of the first amplification stage 11 when
comparing the ramp signal VRAMP with the pixel signal
PX_SIG in a comparison mode.

The first amplification stage 11 has a telescopic structure.
However, the first amplification stage 11 may have various
structures, such as a folded-cascade structure or a current
mirror structure, according to required conditions.

The sixth transistor M6 has a gate coupled to the first node
N1, a source coupled to the first supply voltage VDD, and a
drain coupled to a drain of the seventh transistor M7. The
sixth transistor M6 may be implemented with a PMOS tran-
sistor. The seventh transistor M7 has a gate coupled to a
second bias voltage BIAS2, a source coupled to the second
supply voltage VSS, and a drain coupled to the drain of the
sixth transistor M6. The seventh transistor M7 may be imple-
mented with an NMOS transistor.

When the ramp signal VRAMP and the pixel signal
PX_SIG are applied, the voltage level of the first node N1
reaches a voltage level at which the sixth transistor M6 oper-
ates in saturation and is sampled in terms of an operation of
the first comparator 21. Then, when the sixth transistor M6 is
turned off by the ramp signal and then the first comparator 21
performs a comparison operation according to fluctuation of
the ramp signal VRAMP, current flows again.

In the aforementioned column parallel ADC structure of
FIG. 1, since the ADC, for example, including the first com-
parator 21 of FIG. 2 is provided to each column, many more
ADCs are necessary as an image size increases.

For this reason, the column parallel ADC structure has a
concern that power noise such as current noise, which is
generated in a comparator of one column, is reflected in an
image by an amount corresponding to the total number of
columns. The power noise reflected in the image results in the
horizontal noise (HN), Furthermore, the column parallel
ADC structure has a concern that output noise is generated in
every comparator of the ADC arranged at each of columns.
The output noise is voltage noise kicked back from an output
terminal of the comparator through a parasitic capacitor.

In this regard, in an exemplary embodiment of the present
invention, a technology for compensating for current and
removing noise using a replica circuit is proposed, and will be
described in detail with reference to FIGS. 4 to 7.

FIG. 4 is a circuit diagram of a comparator according to an
exemplary embodiment of the present invention.

The comparator 21A shown in FIG. 4 may correspond to
the first comparator 21 shown in FIG. 2. The comparator 21A
may include the same elements as the first comparator 21 and
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6

may further include a current control section 41 and a current
compensation and noise removal section 42 in order to mini-
mize a current change as compared with the existing com-
parator. In FIGS. 2 and 4, like reference numerals refer to the
same elements.

Referring to FIG. 4, the comparator 21 A may include the
first amplification stage 11 that receives and differentially
amplifies a pixel signal PX_SIG and a ramp signal VRAMP
and outputs the comparison voltage CMV, the second ampli-
fication stage 12 that amplifies the comparison voltage CMV
and outputs the amplified voltage CMV as the comparison
voltage, which is the same as the first comparator 21 shown in
FIG. 2.

The comparator 21A may further include the current con-
trol section 41 that controls a current flowing between the
current control section 41 and the current compensation and
noise removal section 42 in response to the comparison volt-
age outputted from the second amplification stage 12 and the
current compensation and noise removal section 42 that com-
pensates for current and removes noise under the control of
the current control section 41.

The current control section 41 may include a ninth transis-
tor M9 that is controlled by the comparison voltage from the
second amplification stage 12 to control a tenth transistor
M10. The tenth transistor M10 that controls a current flowing
between the current control section 41 and the current com-
pensation and noise removal section 42 according to a turn-on
or turn-off state of the ninth transistor M9.

The current compensation and noise removal section 42
may include an eighth transistor M8 that compensates for the
current flow of the current control section 41, and thus
removes noise by allowing a current to increase or decrease as
the second amplification stage 12 decrease or increase.

The current control section 41 and the current compensa-
tion and noise removal section 42 together may serve as a
replica of the second amplification stage 12. The current
control section 41 and the current compensation and noise
removal section 42 together may be controlled by the com-
parison voltage of the second amplification stage 12 through
the ninth transistor M9.

In detail, a gate and a drain of the tenth transistor M10 may
be coupled to each other, and a source thereof may be coupled
to the first supply voltage VDD. The ninth transistor M9 may
have a gate coupled to a second node N2 (an output node), a
source coupled to the drain of the tenth transistor M10, and a
drain coupled to a drain of the eighth transistor M8. The ninth
and tenth transistors M9 and M10 may be implemented with
PMOS transistors.

The eighth transistor M8 may have a gate coupled to the
second bias voltage BIAS2, a source coupled to the second
supply voltage VSS, and the drain coupled to the drain of the
ninth transistor M9. The eighth transistor M8 may be imple-
mented with an NMOS transistor.

When a value of the pixel signal PX_SIG and an initial
value of the ramp signal VRAMP are sampled by the first and
second switches S1 and S2, a specific voltage may be sampled
at the first node N1. When the voltage level of the first node
N1 is increased by the applied pixel signal PX_SIG and the
ramp signal VRAMP, the sixth transistor M6 may be turned
off and the voltage level of the second node N2 falls to the
ground GND so that no current flows through the seventh
transistor M7.

As the voltage level of the second node N2 falls to the
ground GND, the ninth transistor M9 may be turned on and a
current with substantially the same amount as the current,
which flows through the second amplification stage 12 during
turn on of the sixth transistor M6, may flow through the
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current control section 41 and the current compensation and
noise removal section 42 by the second bias voltage BIAS2
because the current control section 41 and the current com-
pensation and noise removal section 42 together may be the
replica of the second amplification stage 12 with the tenth
transistor M10 and the eighth transistor M8 having the same
characteristics (for example, a same size, an adjacent posi-
tion, and same swing) as those of the sixth transistor M6 and
the seventh transistor M7, respectively.

When the comparator 21A operates according to fluctua-
tion of the ramp signal VRAMP and performs evaluation of
the pixel signal PX_SIG, the voltage level of the second node
N2 may increase to a high level, the seventh transistor M7
may allow current to flow by the second bias voltage BIAS,
the ninth transistor M9 may be turned off, and the eighth
transistor M8 does not allow current to flow so that it is
possible to reduce current noise that is generated by a change
iii a current profile generated during operation of the com-
parator 21A.

In more detail, the ninth transistor M9 may be turned off
when the second node N2 reaches a high level while being
turned on when the second node N2 reaches a low level.
Accordingly, a voltage level of a third node N3, to which the
ninth transistor M9 and the eighth transistor M8 are coupled,
may be opposite to the voltage level of the second node N2.
Thus, in terms of the second bias voltage BIAS2 coupled to
both ofthe seventh transistor M7 and the eighth transistor M8,
the voltage level of the second node N2 may swing from a low
level to a high level while the voltage level of the third node
N3 may swing from a high level to a low level so that it is
possible to reduce voltage noise that is kicked back through a
parasitic capacitor. Further, the amount of the current flowing
through the eighth transistor M8 may change inversely to the
amount of the seventh transistor M7, and thus the total current
is constant so that it is possible to reduce fluctuation of total
power.

When each of the first and second switches S1 and S2 is on,
gate voltages of the second transistor M2 and the third tran-
sistor M3 are substantially equal to each other by common
mode feedback. After the voltage values are sampled, a gate
voltage of the sixth transistor M6 may increase as the offset of
the ramp signal VRAMP is applied so that the sixth transistor
M6 is turned off. Accordingly, when the voltage level of the
second node N2 falls to a low level, the ninth transistor M9 is
turned on so that current set by the second bias voltage BIAS2
flows through the tenth transistor M10, the ninth transistor
M9 and the eighth transistor M8. As described above, the
sixth transistor M6 and the tenth transistor M10 may have the
same characteristics.

When the input of the ramp signal VRAMP is ramped
down and the voltage level of the ramp signal VRAMP is
lower than the voltage level of the pixel signal PX_S1G, the
gate voltage of the sixth transistor M6 falls to a low level and
the sixth transistor M6 is turned on so that the current based
on the second bias voltage BIAS2 flows through the sixth
transistor M6 and the seventh transistor M7. Thus, since the
voltage level of the second node N2 is transitioned from a low
level to a high level, the ninth transistor M9 is turned off.
Thus, no current flows through the eighth transistor M8 and
the drain of the eighth transistor M8 reaches a low level.

At this time, the amount of the voltage noise kicked back
from the drain of the seventh transistor M7 to the second bias
voltage terminal through the parasitic capacitor and the
amount of the voltage noise kicked back from the drain of the
eighth transistor M8 to the second bias voltage terminal
through the parasitic capacitor may be approximately equal to
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each other, and thus cancel each other because the seventh
transistor M7 and the eighth transistor M8 may have the same
characteristics.

FIG. 5 is a timing diagram illustrating an operation of the
comparator 21A shown in FIG. 4.

FIG. 5 illustrates voltage and current changes and an effect
for total power during operation of the comparator 21A.

FIG. 5 illustrates a voltage change 503 of an output termi-
nal of the comparator 21A, an average current 502 of an
output terminal of the comparator 21 A by the eighth transis-
tor M8 and the seventh transistor M7 and a column voltage
501 of all columns due to the voltage change 503 and the
average current 502.

As shown in FIG. 5 the current flowing through the eighth
transistor M8 and the current flowing through the seventh
transistor M7 are swapped so that the total current is con-
stantly maintained.

FIG. 6 is a circuit diagram of a comparator.

FIG. 6 shows another comparative example having a sam-
pling scheme structure.

The first comparator 21 shown in FIG. 2 uses the second
bias voltage BIAS2 applied from the outside. The comparator
21B shown in FIG. 6 samples a bias voltage.

In detail, a third switch S3 is coupled between the gate and
the drain of the seventh transistor M7, the source of the
seventh transistor M7 is coupled to the second supply voltage
VSS, and the drain of the seventh transistor M7 is coupled to
the drain of the sixth transistor M6. Since the comparator 21B
shown in FIG. 6 is the same as the first comparator 21 shown
in FIG. 2 except for sampling structure 61 of the bias voltage.

FIG. 7 is a circuit diagram of a comparator according to an
exemplary embodiment of the present invention.

As illustrated in FIG. 7, the seventh transistor M7 and the
eighth transistor M8 in the comparator 21C may share a
sampling node so that substantially the same amount of cur-
rent flows through the second amplification stage 12 and both
of the current flow of the current control section 41 and the
current compensation and noise removal section 42.

In detail, a third switch S3 is coupled between the gate and
the drain of the seventh transistor M7, the source of the
seventh transistor M7 is coupled to the second supply voltage
VSS, and the drain of the seventh transistor M7 is coupled to
the drain of the sixth transistor M6. The eighth transistor M8
may have the gate coupled to the gate of the seventh transistor
M7, the source coupled to the second supply voltage VSS, and
the drain coupled to the drain of the ninth transistor M9.

When a value of the pixel signal PX_SIG and an initial
value of the ramp signal VRAMP are sampled by the first and
second switches S1 and S2, a specific voltage may be sampled
at the first node N1, at which a bias voltage is sampled
according to the operation of the third switch S3. When the
voltage level of the first node N1 is increased by the applied
pixel signal PX_SIG and ramp signal VRAMP, the sixth
transistor M6 may be turned off and the voltage level of the
second node N2 falls to the ground GND so that no current
flows through the seventh transistor M7.

As the voltage level of the second node N2 falls to the
ground GND, the ninth transistor M9 may be turned on and a
current with substantially the same amount of the current,
which flows through the second amplification stage 12 during
turn on of the sixth transistor M6, may flow through the
current control section 41 and the current compensation and
noise removal section 42 by the sampled bias voltage because
the current control section 41 and the current compensation
and noise removal section 42 together may be the replica of
the second amplification stage 12 with the tenth transistor
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M10 and the eighth transistor M8 having the same character-
istics as those of the sixth transistor M6 and the seventh
transistor M7, respectively.

When the comparator 21C operates according to fluctua-
tion of the ramp signal and performs evaluation of the pixel
signal PX_SIG, the voltage level of the second node N2 may
increase to a high level, the seventh transistor M7 may allow
current to flow by the sampled bias voltage through the third
switch S3, the ninth transistor M9 may be turned off and the
eighth transistor M8 does not allow current to flow so that it is
possible to reduce current noise that is generated by a change
in a current profile generated during operation of the com-
parator 21C. The other structures and operations are the same
as the comparator 21A described with reference to FIG. 4.

As described above, the comparator according to the
embodiments of the present invention may compensate for
current to reduce power noise (for example, current noise)
and remove output noise (for example, voltage noise) due to
output swing.

For example, the bias voltage coupled to the seventh tran-
sistor M7 and the eighth transistor M8 samples a bias level
through mirroring or sampling and several thousands of the
comparison voltages outputted from the comparators swing a
voltage of 2.8 V, which makes the bias voltage unstable. In
accordance with the embodiments of the present invention,
the current control section 41 and the current compensation
and noise removal section 42 together may serve as the replica
of the second amplification stage 12 with the tenth transistor
M10 and the eighth transistor M8 having the same character-
istics as those of the sixth transistor M6 and the seventh
transistor M7, respectively, so that voltages with opposite
polarities may be cancelled at the bias voltage terminal
thereby removing voltage noise kicked back through the para-
sitic capacitor.

The comparators 21 A and 21C respectively described with
respect to FIGS. 4 and 7 according to the embodiments of the
present invention may be applied to the single-slope ADC
illustrated in FIG. 1, and the like.

According to the embodiments of the present invention, it
is possible to reduce horizontal noise (HN) by removing
power noise (for example, current noise) generated from the
comparator of the single-slope ADC (SS-ADC). Further-
more, it is possible to remove output noise (for example,
voltage noise) that is kicked back from the output terminal of
the comparator through the parasitic capacitor.

While the present invention has been described with
respect to the specific embodiments, it will be apparent to
those skilled in the art that various changes and modifications
may be made without departing from the spirit and scope of
the invention as defined in the following claims.

What is claimed is:
1. A comparator comprising:
a first amplification unit suitable for differentially ampli-
fying a pixel signal and a ramp signal;
a second amplification unit suitable for amplifying a signal
outputted from the first amplification unit and outputting
a comparison result;
a current control unit suitable for controlling a current flow
in response to the comparison result; and
a current compensation and noise removal unit suitable for
compensating for current and removing noise under
control of the current control unit,
wherein the current control unit comprises:
a second transistor including a replica circuit having
same characteristics as a third transistor provided in
the second amplification unit.
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2. The comparator of claim 1, wherein the current control
unit further comprises:

a first transistor that is turned on or off in response to the

comparison result,

wherein the second transistor controls a current flow
between the current control unit and the current com-
pensation and noise removal unit according to a turn-on
or turn-off state of the first transistor.

3. The comparator of claim 2, wherein the current compen-

sation and noise removal unit comprises:

a fourth transistor suitable for compensating for current
and removing noise through a current increase/decrease
flow, which is opposite to a current decrease/increase
flow of the second amplification unit, in response to the
turn-on or turn-off state of the first transistor.

4. The comparator of claim 3, wherein the fourth transistor
includes a replica circuit having the same characteristics as a
fifth transistor provided in the second amplification unit.

5. The comparator of claim 4, wherein current flowing
through the fourth transistor and current flowing through the
fifth transistor are swapped so that a total current is constantly
maintained.

6. The comparator of claim 3, wherein the fourth transistor
has a gate coupled to a second bias voltage, a source coupled
to asecond supply voltage and a drain coupled to a drain of the
first transistor.

7. The comparator of claim 3, wherein the first transistor
has a gate coupled to an output node, a source coupled to a
drain ofthe second transistor, and a drain coupled to a drain of
the fourth transistor, and

the second transistor has a gate and the drain coupled to
each other and a source coupled to a first supply voltage.

8. The comparator of claim 1, wherein the current compen-
sation and noise removal unit comprises a sixth transistor
including a replica circuit having the same characteristics as
those of a fifth transistor provided in the second amplification
unit.

9. The comparator of claim 8, wherein the fifth transistor
and the sixth transistor share a sampling node so that substan-
tially the same amount of current flows.

10. The comparator of claim 9, wherein the sixth transistor
has a gate coupled to a gate of the fifth transistor, a source
coupled to a second supply voltage, and a drain coupled to a
drain of a first transistor provided in the current control unit.

11. An analog-to-digital converter comprising:

a comparison unit suitable for comparing a pixel signal
with a ramp signal, outputting a comparison result and
controlling a current flow in response to the comparison
result to compensate for current and to remove noise;
and

a counting unit suitable for counting the comparison result,

wherein the comparison unit comprises:
afirstamplification unit suitable for differentially ampli-

fying the pixel signal and the ramp signal;

a second amplification unit suitable for amplifying a
signal outputted from the first amplification unit and
outputting a comparison result; and

a current control unit suitable for controlling a current
flow in response to the comparison result,

wherein the current control unit comprises:

a second transistor including a replica circuit having
same characteristics as a third transistor provided in
the second amplification unit.

12. The analog-to-digital converter of claim 11, wherein
the comparison unit further comprises:
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a current compensation and noise removal unit suitable for
compensating for current and removing noise under
control of the current control unit.

13. The analog-to-digital converter of claim 12, wherein

the current control unit further comprises:

a first transistor that is turned on or off in response to the
comparison result,

wherein the second transistor controls a current flow
between the current control unit and the current com-
pensation and noise removal unit according to a turn-on
or turn-off state of the first transistor.

14. The analog-to-digital converter of claim 13, wherein

the current compensation and noise removal unit comprises:
an fourth transistor suitable for compensating for current
and removing noise through a current increase/decrease
flow, which is opposite to a current decrease/increase
flow of the second amplification unit, in response to the
turn-on or turn-off state of the first transistor.

15. The analog-to-digital converter of claim 14, wherein
the fourth transistor includes a replica circuit having the same
characteristics as those of a fifth transistor provided in the
second amplification unit.

16. The analog-to-digital converter of claim 15, wherein
current flowing through the fourth transistor and current flow-
ing through the fifth transistor are swapped so that a total
current is constantly maintained.

17. The analog-to-digital converter of claim 12, wherein
the current compensation and noise removal unit comprises a
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sixth transistor that including a replica circuit having the same
characteristics as those of a fifth transistor provided in the
second amplification unit.

18. The analog-to-digital converter of claim 17, wherein
the fifth transistor and the sixth transistor share a sampling
node so that substantially a same amount of current flows.

19. A comparator comprising:

a first amplification unit suitable for comparing a pixel
signal and a ramp signal;

a second amplification unit suitable for amplifying an out-
put of the first amplification unit and outputting a com-
parison result to an output terminal of the comparator;
and

a replica unit suitable for generating a first inner current
flow in response to the comparison result,

wherein the second amplification unit and the replica unit
are commonly coupled to the output terminal of the
comparator,

wherein the second amplification unit generate a second
inner current flow during activated, and

wherein the replica unit changes an amount of the first
inner current flow inversely to the amount of a second
inner current,

wherein the replica unit has same characteristics as a tran-
sistor provided in the second amplification unit.
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